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Question 1
Question Type: MultipleChoice

Refer to the exhibit.



The Cisco SD-WAN network is configured with a default full-mesh topology. An engineer wants Paris WAN Edge to use the Internet

HOC as the preferred TLOC for MSN Messenger and AOL Messenger traffic. Which policy achieves this goal?



A)

B)

C)



D)

Options: 
A- Option A

B- Option B

C- Option C

D- Option D

Answer: 
A

Question 2



Question Type: MultipleChoice

How many vCPUs and how much RAM are recommended to run the vSmart controller on the KVM server for 251 to 1000 devices in

software version 20.4.x?

Options: 
A- 4vCPUs. 16 GB

B- 4 vCPUs. 8 GB

C- 8vCPUs. 16 GB

D- 2vCPUs.4GB

Answer: 
B

Question 3
Question Type: MultipleChoice

Which issue triggers the Cisco Umbrella resolver to toward DNS requests to the intelligent proxy?



Which issue triggers the Cisco Umbrella resolver to toward DNS requests to the intelligent proxy?

Options: 
A- A domain is nonexistent.

B- A domain is block-listed.

C- A domain is locally reachable.

D- A domain is grey-listed.

Answer: 
D

Question 4
Question Type: MultipleChoice

An engineer must automate certificate signing through Cisco. Which vManage configuration achieves this task?

A)



B)

C)

D)

Options: 



A- Option A

B- Option B

C- Option C

D- Option D

Answer: 
A

Question 5
Question Type: MultipleChoice

Which set of elements are verified by the controller to confirm the identity of edge devices?

Options: 
A- certificates, organization name and serial number of the device

B- organization name serial number and system IP of the device

C- certificates, organization name, and vBond domain



D- certificates, system IP, and vBond domain

Answer: 
A

Question 6
Question Type: MultipleChoice

Refer to the exhibit The Cisco SD-WAN network is configured with a default full-mesh topology. Islamabad HQ and Islamabad WAN

Edges must be used as the hub sites. Hub sites MPLS TLOC must be preferred when forwarding FTP traffic based on a configured SLA

class list. Which policy configuration does the network engineer use to call the SLA class and set the preferred color to MPLS?

Options: 
A- Localized Policy, Route Policy

B- Centralized Policy, Traffic Policy

C- Localized Policy, Forwarding Class

D- Centralized Policy Topology



Answer: 
B
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