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Question 1
Question Type: MultipleChoice

(multiple) In the GPON network, which of the following reasons may cause the ONU to fail to go online?

Options: 
A- The optical power received by the ONU is greater than the overload optical power.

B- The optical power received by the ONU is less than the sensitivity value.

C- There is abnormal attenuation on the ODN line.

D- The ODN line is too long and exceeds the upper line distance set by the system.

Answer: 
A, B, C, D

Question 2
Question Type: MultipleChoice



(single) When locating an ADSL fault, what causes the ADSL Modem to fail to activate?

Options: 
A- Board failure or port failure

B- Line problem, or MODEM failure

C- Line activation template configuration error

D- The above are possible

Answer: 
D

Question 3
Question Type: MultipleChoice

(single) Is the following description correct? The level of the MA5600T event can be divided into four levels: critical, major, minor, and

warning.



Options: 
A- True

B- False

Answer: 
A

Question 4
Question Type: MultipleChoice

(single) Is the following description correct? The UA5000 is connected to the lanswitch through the GE. The working mode of the two

ports can be auto-negotiation mode and the other mode is mandatory.

Options: 
A- True

B- False



Answer: 
B

Question 5
Question Type: MultipleChoice

(single) Is the following description correct? The MxU auto-upgrade policy automatically compares the current version of the device with

the target version of the policy when the device is powered on. If the device is inconsistent, the device software version is automatically

upgraded to the target version.

Options: 
A- True

B- False

Answer: 
A



Question 6
Question Type: MultipleChoice

(multiple) Which content may be included in the current access network MA5600T patch file?

Options: 
A- HP temporary hot patch

B- SPH host hot patch

C- HPYxxx single board software package

D- Main control board main package

Answer: 
A, B, C

Question 7
Question Type: MultipleChoice



(single) Is the following description correct? The DC upgrade tool requires the license. If there is no license, the default can be 30

concurrently. If there is a license, the maximum can be 60 concurrent.

Options: 
A- True

B- False

Answer: 
B
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